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SILBER TURBO PRO RIDE TURBO KIT 
 

 
 

 
  Silber Service would like to thank you for purchasing our Silber Turbo setup. Please 
read the instructions thoroughly and take your time with the installation. Installation 
time usually takes 5-6 hours to install and we preassemble as much of the parts as 
possible before shipping. Please call Silber Service and ask for Justin if you have any 
questions. Please leave a message for Justin or call back if he is unavailable. Silber 
Turbos values each customer and asks for your patience during the snowmobile season 
while they are supporting, testing, and tuning new products. 
 
 
  Silber Service is not responsible for any damages done to the vehicle installed on. This 
product is designed for off road use and racing only. This product may void any 
warranties on the vehicle. Ride your snowmobile at your own risk and to your own 
comfort level. This product is sold as is. Silber Turbos will not be held liable for any 
damages or failures due to this product. Please contact Silber Service for any 
manufacturer defects. This product is designed to increase the performance of your 
snowmobile. Silber Service is not responsible for any injuries occurred while using this 
product. We recommend professional installation of this turbo kit. Do not touch any of 
the turbo kit parts during or after the engine has been ran, these parts can become 
extremely hot! This kit is a direct bolt on unit for any 2011-12 PRO rmk, other models 
may need slight modifications to allow fitment of some parts. 

 
We appreciate your business! 
Justin Silbernagel  
Shop/Cell Phone (after hrs): 320-282-6812 
 

· Disassembly, Stock parts removal list. 

 

1. Side panels 

2. Hood 

3. Clutches 

4. Muffler 
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5. Air box 

6. Throttle Body Boots 

7. Steering linkage 

8. Coolant bottle hose ( 5/16
th
 hose from bottle to throttle bodies.) 

9. Remove the sensor from the stock air box.( plug the sensor back into the harness and 

zip tie it too the wiring harness so it doesnôt rub and contact any sharp or abrasive 

objects. 

 
Turbo Kit Installation 
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· Billet Throttle Body Boot 

1. Install the billet boot onto the engine, Position the oil linkage rod, between the boot 

and the fuel rail. Be sure the linkage pivots towards the Mag side of the engine. Also 

connect the injector plugs from the fuel controller on the injectors in the billet boot. 

We suggest zip tying the wirings around the injectors after they are plugged in, this 

will keep the wires from rubbing on the bulk head. 

2. Bolt the boot to the engine using the supplied 6mm Socket head 
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bolts.  

 

· Install the throttle bodies. 

 

1. Remove some material off the throttle cable bracket, so it doesnôt interfere with the 

air box when opening the 

throttle.
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2. Spread grease around the o rings in the boot and around the throttle bodies. 

3. Insert the throttle bodies into the billet boot, be sure to connect the oil linkage rod and 

make sure its pivoting towards the Mag side of the engine. 

4. Install all the hoses onto the fittings of the boot. Two 3/16 fittings are for the black tee 

hose that connects to the Blow off valve located on the air box. Small fitting on the 

mag side of the boot is for the clear hose that will connect to the boost gauge. Fitting 

on the PTO side is for the boost hose to the control box. 

 

· Fuel Lines 

 

1. Run the fuel lines between the two large coolant lines, This will keep it from flopping 

around and rubbing on the bulk head. Use some Zip ties to hold it in place. 
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2. Remove to return fuel line from the fuel pump assembly on the gas tank. 

3. Connect the return line into the new fuel line from the billet boot. ( This has the quick 

connect 

fitting.
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4. Connect the other perpendicular line from the tee back to fuel pump assembly on the 

gas tank. Wrap the hose so it will rest against the gas tank and not rub on any sharp or 

abrasive 

parts.
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· Air box Installation. 

 

1. Install the oring fitted air box onto the throttle bodies. Install the supplied 1/4x5ò 

bolts into the outside tabs and place the supplied spacers over the bolts. Grind the 

head of the PTO air box bolt to clear the bulk 

head.
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2. Use plenty of grease on the o rings to ease the installation. 

3. Once the box is fitted to the throttle bodies. Insert the ıò bolts through the tabs on the 

billet boot. Be sure the spacers are installed between the air box and boot. Use the 

supplied rubber grommets and washers on the throttle body boot side of the bolt. Use 

the supplied Lock nuts and tighten the bolts do not over tighten the bolt. Tighten the 

nuts so it slightly puts pressure on the o rings. (Over tightening can cause bolts to 

break). 
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4.  
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5. 
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6. Remove the left steering post bolt and bolt the air box mounting tab to this bolt. You 

may have to slightly bend the bracket to ensure a good fit. 

 

· Blow off valve 

 

1. The blow off valve is mounted on top of the air 

box.
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2. Connect the hoses coming off the valve, onto the preinstalled 3/16

th
 fittings on the 

billet boot. 

3. Clamp them to the fittings using some small Zip ties. 

 

· Turbo/ Oil tank Assembly 

· Check venting of the oil fill cap to ensure you can blow through it with your mouth. 

A restricted cap will cause the oil tank to vapor lock and sled to smoke during 

operation. 

 
1. Un spring the stock pipe to make room for the turbo assembly process, You donôt 

have to fully remove the pipe. 

2. Use the supplied cushion clamp to zip tie this radiator hose towards the air 


